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PMC 5
Capacity 

(P)
Load center 

(F)
Width 
(A)

Unit dimensions Weight 
(Q)

Article no. Description

H* LLC HCG Emin* Emax* Sideshift
± (S)

PMC name - Width - forks 
- integration

Model-capacity-forks

5000 600

1400

875 175

239 1250 200 489

55050-XXXX-XX-XX PMC5-5000-150x50x1200

1500 234 1350 225 503
1600 229 1450 250 517
1700 224 450 1550 275 531
1800 219 1650 300 545
1900 214 1750 325 559
2000 209 1850 350 573

6000 600

1400

875 185

135 1250 200 533

55051-XXXX-XX-XX PMC5-6000-150x60x1200

1500 131 1350 225 547
1600 127 1450 250 561
1700 123 450 1550 275 575
1800 119 1650 300 589
1900 115 1750 325 603
2000 111 1850 350 617

7000 600

1600

875 195

231 1250 200 641

55052-XXXX-XX-XX PMC5-7000-150x60x1200

1700 227 1350 225 660
1800 223 1450 250 679
1900 219 1550 275 698
2000 215 450 1650 300 717
2100 211 1750 325 736
2200 207 1850 350 755
2300 203 1950 375 774
2400 199 2050 400 793

8000 600

1600

875 200

242 1250 200 674

55053-XXXX-XX-XX PMC5-8000-150x65x1200

1700 238 1350 225 693
1800 234 1450 250 712
1900 230 1550 275 731
2000 226 450 1650 300 751
2100 222 1750 325 769
2200 218 1850 350 788
2300 214 1950 375 807
2400 210 2050 400 826

10000 600

1600

1070 250

243 1560 289 873

55054-XXXX-XX-XX PMC5-10000-150x65x1200

1700 240 1460 302 893
1800 237 1560 315 913
1900 234 1660 328 933
2000 231 540 1760 341 953
2100 228 1860 354 973
2200 225 1960 367 993
2300 222 2060 380 1013
2400 219 2160 393 1033

1800 274 1560 315 1080
1900 271 1660 328 1100
2000 268 1760 341 1120
2100 265 1860 354 1140

12000 600 2200 1125 255 262 600 1960 367 1160 55055-XXXX-XX-XX PMC5-12000-200x75x1200
2300 259 2060 380 1180
2400 256 2160 393 1200
2500 253 2260 406 1220
2600 250 2360 419 1240

1800 264 1560 315 1405
1900 260 1660 328 1433
2000 257 1760 341 1461
2100 254 1860 354 1489

14000 600 2200 1275 285 251 600 1960 367 1517 55056-XXXX-XX-XX PMC5-14000-200x80x1200
2300 248 2060 380 1545
2400 245 2160 393 1573
2500 242 2260 406 1601
2600 239 2360 419 1629

2000 257 1960 341 1472
2100 254 2060 354 1511
2200 251 2160 367 1550
2300 248 2260 380 1589
2400 245 2360 393 1628
2500 242 2460 406 1667

16000 600 2600 1275 285 239 600 2560 419 1706 55057-XXXX-XX-XX PMC5-16000-200x80x1200
2700 236 2660 432 1745
2800 233 2760 445 1784

2900 230 2860 458 1823
3000 227 2960 471 1862
3100 224 3060 484 1901
3200 221 3160 497 1940

12000 and 16000 has an estimated GD on 180mm.
Q* Weights are estimated and can differ between customer request. 

H* Height is with the ISO 2328 Class A mounting 
Options: Capacity , width , forks and opening rages can change to customer request. 

Emin* and Emax* in the table only shows the standard. 


